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T6 CX 2xCi PRO






DVB-Terrestrial Mpeg 4

VSB Nicam (alt. A2) Modulator
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DVB-T Mpeg4 PRO Receiver for CATV Head end operation.

Integrated full band CATV VSB modulator with Nicam stereo alternative a

Digital generated A2 stereo as a SW -option.

Easy Graphic menu interface

First time installation guide, Multilingual menu support

Automatic and Manual channel search.

Accessories available for vertical mounting in 19” Rack.
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4:3 / 16:9 pictures

Logical Channel Numeric

Teletext & DVB Subtitle

Over The Air Download (OTA) and Serial RS232

Dual Common Interface

Conax CAS 7.0 supported; Advanced Security Chip - pairing (Option)

DVB-T Receiver with integrated VSB modulator

H.264AVC/MPEG 2 & 4 and Nicam output (alt. A2)
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T6 Specification

	Terrestrial Input Signal
	Frequency
	170 - 230 MHz, 470-862 MHz

	
	Loop Through
	170 - 230 MHz, 470-862 MHz

	
	Bandwidth
	7 or 6/8 MHz

	
	Connector
	IEC-Female

	
	Demodulator
	COFDM

	
	FFT mode
	2K, 8K

	
	Constellation
	QPSK, 16 QAM, 64 QAM

	
	Guard Interval
	1/4, 1/8, 1/16 , 1/32

	
	Inner Coding Rate
	1/2, 2/3, 3/4, 5/6, 7/8

	Video
	Formats
	MP@HL / MP@ML

	
	Aspect Ratio
	4:3, 16:9

	
	Picture Resolution
	720 X 576i, 720 X 576p

	
	
	1280 X 720 p, 1920 X 1080i

	
	
	

	
	
	

	
	
	

	TV modulator
	Output frequency
	47-862 MHz

	Vestigial sideband (VSB)
	Output level
	80-100dBµV (75 ohm F connector)

	OSD menu control
	TV standards
	B/G, I, D/K, L, M/N 

	
	Audio
	Nicam stereo + Mono (A2 alt.)



	Controller Features
	CPU
	266MHZ

	
	
	Dual ST231 cpu cores for audio

	
	
	and video decoding, both 400mhz

	
	RAM Memory
	128 MB DDRAM

	
	Flash Memory
	8 MB (upgradeable)

	Power
	Input Voltage
	90 ~ 260 VAC 50 ~ 60 Hz

	
	Consumption (Max)
	18 watt


Important parameter:
Spurious signal suppression  >  - 60 dB
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